STAINLESS SILVER series

ASAHI

When ordering, specify the unit number and bearing number as follows to
indicate the combination of FD-GREASE and STAINLESS STEEL locking collar:

Examples :

Bearing Unit

: MUPOOO,X+ER-MSG MUFLO000,X+ER-MSG

Insert Bearing with stainless steel
locking collar

Two-bolt flange units
MUFL000,X+ER-MSG type

—B1——

: MUOOO,X+ER-MSG

MUFLOOOC(E),X+ER-MSG type

= B1

(A1l
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ghﬂﬂ ‘ Dimensions (mm) Mouiting
ia. Unit No. bolt si
(mm) H J A A2 A N L A0 Bi S Ci s e
10 MUFL000,X+ER-MSG 60 45 55 55 115 7 36 19 17.5 4 2 22 M B
12 MUFL001,X+ER-MSG 63 48 55 5.5 1.5 7 38 19 17.5 4 2 22 M 6
15 MUFL002 X+ER-MSG 67 53 6.5 6.5 13 7 42 205 18.5 45 2 24 M B
17 MUFLO03 X+ER-MSG 71 56 7 7 14 7 46 225 20.5 5 2 26 M 6
20 MUFL004,X+ER-MSG 90 71 8 8 16 10 55 265 245 6 3 31 M 8
25 MUFL005,X+ER-MSG a5 75 8 8 16 10 60 275 255 6 3 32 M 8
30 MUFLO06 X+ER-MSG | 112 85 9 9 18 13 70 29 26.5 6.5 4 34 M10
g Unit No. Stainless steel cover No, Weight (q)
Basic load rating Housing with covers
Bearing No. (kN) No.
Open (closed) Open Closed Normal | With cover
Cr Cor
MUO00,X+ER-MSG 3.9 1.55 FLO00Z3 MUFLOOOC(E), X+ER-MSG 000CP10 000CPE 60 65
MUQ001,X+ER-MSG 4.3 1.9 FL0O01Z3 MUFLO01C(E), X+ER-MSG 001CP12 001CPE 76 B0
MU002 X+ER-MSG 475 2.25 FLO02Z3 MUFLO02C(E), X+ER-MSG 002CP15 002CPE 100 105
MUO003 X+ER-MSG 5:1 2.65 FLO03Z3 MUFLO03C(E), X+ER-MSG 003CP17 003CPE 129 135
MUO004, X+ER-MSG 7.9 4 FLO4-5Z3 MUFLO04C(E), X+ER-MSG 04-5CP20 04-5CPE 205 215
MU005,X+ER-MSG 8.6 4.65 FLO5-6Z3 MUFLO05C(E), X+ER-MSG 05-6CP25 05-6CPE 244 255
MU006, X+ER-MSG 1.3 6.6 FLO6-723 MUFLO0BC(E), X+ER-MSG 06-7CP30 06-7CPE 354 370
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