EPRI-GTC
Transmission Line Siting Methodology

An Overview by Jesse Glasgow
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Opponents Are Organized
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...And Creative




...And Direct




Common Internal Challenges




What is the Methodology?

e Objective

e Consistent

e Standardized
e Defensible

e Gulideline

g —



Has been used on:

e Over 70 transmission line projects
e A water transmission line
e Power generation plants

e Greenways

g —



Unique Characteristics

e Standardizes alternative perspectives

e Uses external stakeholder input on a
programmatic basis

e Uses computer algorithms to help identify
alternative corridors

g —



Research & Development

P . o
ﬁlﬁ GeorgiaTransmission

l PE' ELECTRIC POWER
RESEARCH INSTITUTE

PHOTO SCIENCE

Ceoshatial Solutions
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Photo Science

« 200 Employees: Photogrammetrists,
Engineers, Surveyors, & Geographers

« Aerial Photography, Photogrammetry,
LIDAR, Survey

e Siting Analysis and GIS Data Acquisition
 Corridor Analyst © Software Developer
* Viewshed Analysis and Photo Simulations

* GIS Implementation Services

* Full Service Geospatial Solutions




Corridor Analysis Funnel

Natural Environment Geographic
Considerations Information

Community e ; » Engineering
Considerations Macro Corridor _;f’ Considerations

Study Area

Alternate
Corridors

Alternate

Centerline




Infusing Stakeholder Input

e External Stakeholders
—Governmental Interest
—Environmental Interest
—Community Interest
—Cultural Resource Interest

e Internal Stakeholders
—Engineers
—Environmental Specialist

—Land Acquisition Specialist \




i
=
D
=
-

£
>
o=

L
o

=
(O

Z




Natural Perspective
Sierra Club E@i ig
Dept. of Fish & Game ? REY
Dept. of Natural Resources
Conservation Division
Water Division
Local Environmental Groups
Resources Council
Nature Preserves Commission
USFWS
USACE
USFS
Nature Conservancy
Utility Reps.




Built Environment




Built Perspective

e Economic Development

e Homeowners Associations
e Heritage Council

e Farm Bureau

e League of Cities

« Office of Archeology

e State Historic Preservation
e School Boards Association

 Utility Reps.




Engineering Environment
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Engineering Perspective

B
DOT
Railroad Ry R A
Pipeline N 4
Utility R



Suitability Values




Suitability Analysis

Suitability Values
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Routing Across Preference Surface

=% Built

=% Natural

=% Engineering
=& Simple

Less Suitable

More Suitable
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Built
Natural
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Simple
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Alternative Corridors

The Alternative
Corridors are derived
by considering

the top 3% percent

of the best routes
within the

project area.



Alternative Perspectives



Natural Perspective

Floodplain WL Protected Lands 16. O%
Background | 1 |Background
100 Year Floodplain 9 Maryland Green Infrastructure _

Streams/Wetlands I and Zoned Conservation | 3 |
Tidal Stream <5cfs+ Regulatory Buffer | 51  jwmA | 9 |

Non-forested Non-Tidal Wetlands a+ 30' 20.9%

Forested Wellands + 30 Buffer | 0 [Natural Forests

Species of Concern Habitat 36. O%

Potential Habitat
Occupied Habitat
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Built Perspective

Proximity to Buildings

Background

Built Environiment

11 5% FProposed Development

Background

1

S00-1.200

‘I.B

Proposed Development

5

ROO-500

2h

Other Waterbodies

300-600

4.2

Background

1

0-300

9

Proximity to Cultural
Resources

Spannable Waterbodies

5

Background

Edge of field

13. 9% Major Property Lines
1

0 - 1500

9

Building Density

Landlots

0 - 0.05 Buildings/Acre

Background

Land Use

0.05 - 0.2 BuildingsfAcre

|Indeveloped

0.2 - 1 Buildings/Acre

Mon-Fesidential

1 - 4 Buildings/Acre

Hesidential

4 - 25 Buildings/Acre




Engineering Perspective

Engineering
Linear Infrastructure
Parallel Existing Transmission Lines
Parallel Gas Pipelines
Parallel Railway ROW
Background
Future MDOT Plans
Road ROW
Scenic Highways ROW
Intensive Agriculture
Background
Fruit Orchards
Center Pivot Agriculture

53.1%
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Avoldances

AVOIDANCE AREAS
Airports
EPA Superfund Sites
Non Span-able Waterbodies
State and National Parks
Military Facilities
City and County Parks
Mines and Quarries
Day Care Parcels
Cemetery Parcels
School Parcels (K-12)
Church Parcels
Wild/Scenic Rivers
Areas of Ritual Importance

Federal Wildlife Refuge
Buildings + Buffer
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Engineering Natural Environment Built Environment AVOIDANCE AREAS
Linear Infrastructure Floodplain Proximity to Buildings Airports
Parallel Existing Transmission Lines 1 Background 1 Background 1 EPA Superfund Sites
Parallel Gas Pipelines 4.3 100 Year Floodplain 9 900-1200 1.8 Non-spannable waterbodies
Parallel Railway ROW 4.8 Streams/Wetlands 600-900 2.6 State and National Parks
Background 5.3 Background 1 300-600 4.2 Military Facilities
Future MDOT Plans 7.4 Streams < 5cfs+ Regulatory Buffer 5.1 0-300 9 City and County Parks
Proximity to Cultural

Road ROW 8.4 Tidal Stream <5cfs+ Regulatory Buffer 5.1 Resources uECHLZ MM Mines and Quarries
Scenic Highways ROW 9 Non-forested Non-Tidal Wetlands a+ 30’ 6.1 Background 1 Day Care Parcels
Intensive Agriculture Rivers/Streams > 5cfs+ Regulatory Buffer 7.4 0 - 1500 9 Cemetery Parcels
Background 1 Tidal Stream >5cfs+ Regulatory Buffer 7.4 Building Density School Parcels (K-12)
Fruit Orchards 5 Non-forested Tidal Wetlands a+ 30' 8.4 0 - 0.05 Buildings/Acre 1 Church Parcels
Center Pivot Agriculture 9 Forested Wetlands + 30' Buffer 9 0.05 - 0.2 Buildings/Acre 3 Wild/Scenic Rivers

Protected Lands 0.2 - 1 Buildings/Acre 5 Areas of Ritual Importance

Background 1 1 - 4 Buildings/Acre 7 Federal Wildlife Refuge

Maryland Green Infrastructure 2 4 - 25 Buildings/Acre 9 Buildings + Buffer

Land Zoned Conservation 3 Proposed Development 6.3%

Other Conservation Land 8.3 Background 1

Chesapeake Bay Critical Area 8.3 Proposed Development 9

WMA 9 Other Waterbodies 8%

Land Cover Background 1

Open Land 1 Waterbodies 9

Row Crops and Horticulture 2.2 Major Property Lines 8.0%

Developed Land 6.5 Edge of field 1

Natural Forests 9 Background 9

Species of Concern Habitat Land Use 9.1%

Background 1 Undeveloped 1

Potential Habitat 3 Non-Residential 3

Occupied Habitat 9 Residential 9
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Additional Data for Alternative Route Delineation

Legend
End Points

Existing
Transmission Lines

Major Roads

LA IE

“ Industrial Building
Occupled House

Outbullding Data collection is
focused within the
Alternate corridors.

% Unutilized Building
Parcels

Streams/Rivers
Wetlands

Study Area

Allernate Comidors




Windshield Surveys and Site Visits




Alternative Route Network

Legend
End Points
Existing
Transmission Lines
—  Major Roads

o Other Roads
Bulldings

Church

o Industrial Building

Cocupied House
Outbuilding

w  Unudilized Building

Parcels

Streams/Rivers
Waetlands

1 Study Area

— Altermate Comidors
Alternate Route

e segment Nelwork

A Route Network is
based on segments
derived from the
optimal routes
within each of the
Alternative
Corridors and
routes drawn In
manually by the
project team.



Alternative Route Analysis

ROUTE A RES'lDZE(yT'AL ROUTE B
(0]
INDUSTRIAL INSTITUTIONAL NBUSTRAL
6% % 10%
FORESTS °
/ 21%

COMMERCIAL

23%0
COMMERCIAL

26%0



Alternative Route Evaluation Model

FIOH ALL HOMTES S aampli= Wiz his
Built Emﬂﬂmw Howla [ | Fowte E

I ek wre it Ll 1hedl Rl
Relocated Residences fwithin 75" Comdaor] 44°3%] 000 Q.00 | 0,00 1.00
Wergdted om | om
Frommly Lo Risidentes [F31] 3.1 LLO 1.0

FOR ALL ROUTES Sample Weights |
Built 33%| Route A | Route B | Route C | Route D | R
Feature Unit Unit Unit Unit
Felocated Hesidences {within 75" Corridor) 44 3%  0.00 000 100 .00
Weightted 0.00 000 0.44 0.00
Froximity to Hesidences (3007 13.1%] 0.00 1.00 .25 0.13
Waighted 0.00 0.13 0.03 0.0z
Froposed Hesidential Developments 5.4%) 0.00 0.00 0.00 0.0
Weighted 0.00 000 0.00 0.00
Froximity to Commercial Buildings (200°% J3.6%| 1.00 1.00 100 1.00
Weighted 0.04 0.04 0.04 0.04
Froximity to Industrial Builldings (3007 1.8%] 0.33 000 .00 .00
Weighted 0.01 0.00 0.00 0.00
school, DayCare, Church, Cemetery, Parl 16.3%] 1.00 1.00 1.00 1.00
Weighited 0. 16 0. 16 0.16 0. 16
MREHF Listed/Eligible Strucs /Districts
(1500" from edge of BAYY) 15.5%| 1.00 0.50 0.00 0.00
0.16 0.05 0.00 0.00
TOTAL 100.0%) 0.36 0.41 0.6/ 0.2




Expert Judgment Route Selection Model

1
|FOR TOP 3.5 ROUTES (INTERNAL)
| EXPERT JUDGEMENT Sample Weights

|

. |PerPraject
|Visual Issues I ) T - T
|mmm
| Community |ssues I v N - T -
|\weighted 000000 | 02 | 06 | 04
|Schedule Delay Risk | o%l o | o | o |
I-_-_-_
| Special Permit |s: w1 | 3 | 1 ]
|——m
|Canstruction/ Maintenance Accessability | 30%| 3 [ 1 | 2

|weigtea 00000 | 0000000 | 08 | 03 | 06 |
En ironmental Justice m“““
|weigtes 000000 | 0000000 0o | 0o | 0 |
|____
o two%] 15 | 24 | 15 |




Preferred Route Selection

Legemnd
T End Points
Existing
Transmission Lines

— Major Roads

Other Roads
Buildings

Church

= Industrial Bullding
Cecupled House
Cudbuilding

% Unutilized Bullding
Parcels
Sreams/Rivers
Wallands

Siudy Area

Altarnate Coridors
Altermate Roule
Segment Nebwork
Preferred Route

Preferred Route is
a product of the
siting
methodology—

The best set of
potential route
segments
considering Built,
Engineering and
Natural factors.



Corridor Analysis Funnel

Natural Environment Geographic
Considerations Information

Community e s » Engineering
Considerations Macro Corridors ' Considerations

Study Area ;’?
AT <
Ml;:“ﬂ: :.(._ Internal Calibration Data

34
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Right-of-Way




Generation Siting Process Funnel

Matural Environmen t Geographic
Considerations

Community €5 = : Engineering
Considerations % ’ Considerations

Preferred Site




Generation Resources

o Simple Cycle
— 600 MW
— 900 MW

« Combined Cycle
— 550 MW
— 1100 MW

e Coal
— 900 MW
— 1800 MW



Study Inputs

 Environmental
— Proximity to Ozone Non-Attainment Areas
— Proximity to Class 1 Areas
— Proximity to Existing Plants
— Population Density
— Land Use
— Proximity to Sequestration

g —




Study Inputs (Cont’d)

« Water
— Surface
— Grey Water
— Groundwater

o Fuel Supply
— Rail or Gas Pipeline

e Transmission
— 500 and 230 KV Lines

g —



Study Inputs (Cont’d)

« Avoidance Areas
— Public Lands (State/Federally Owned)
— Ozone Non-Attainment Areas
— Particulate Non-Attainment Areas
— Alirports
— EPA Superfund Sites
— Water bodies
— Military Facllities
— Listed NRHP Districts and Buildings

g —



Sample Generation Model (1800 MW Coal)

Electric Transmission 10% Water Supply 35% Fuel Supply 20% Environment 35%
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Sample Suitability Analysis Layers
(600 MW CT)

Avoidance Areas Data Layers
Public Lanols. e .
Nen-Attainment— -
[Ty 0 17y | D — -
Superfund-—— .

Watar bodias . cccessmnsmme s sssnsam sl
Military—— i

Can'r go there...

T

Historic

Electric Transmission Data Layers

e —=  Prox. to 230kV (40%) e .
A Prox. 1o S00 KV (60%)-—— i
A

-
P

Fuel Supply Data Layers
Prox, 1o pipeling [100%)
a

o

Environment Data Layers

Prox. 1o Mon.Ataln (35%)

Prox to Class 1 (25%) -————
Prox. to Nuc, & Coal [105)
Frox to eéxist, U0 [5%) - _
Pop. Density (10%)--—-meveee-s -
Land Wse [15%)

Groups

Wt. Average 20%
Elactric
Tranamission

Wt Average 40%
Fual Supply

Wi Average 40%
Environment

A —

Coambined
Avoidad

Areas

—Zf=e

Suirtability
Map




Example 550 MW Combined
Cycle Plant

550 MW Combined Cycle 550 MW Combined Cycle
- Fuel Supply Suitability - - Electric Transmission Suitability -

\




Example 550 MW Combined Cycle
Plant (Cont’d)

550 MW Combined Cycle 550 MW Combined Cycle
- Water Supply Suitability - - Environmental Suitability -

-




Example 550 MW Combined Cycle
Plant (Cont’d)

550 MW Combined Cycle 550 MW Combined Cycle
- Overall Suitability - - Top 40% of Suitability Values -
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1800 MW Coal

1800 MW Coal 1800 MW Coal
- Overall Suitability - - Top 40% of Suitability Values -
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— . Overall Suitability
(equal interval)
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0459 18 27 3 45 B 0% - 20%
C————
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Plotted by: C. Gundry Plotted by: C. Gundry
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Millionnileﬁs

Greenway™

Conserve, Connect...One Mile at a Time




Methodology Used By:

Big Rivers Electric e MillionMile Greenway

(Kentucky) e Oglethorpe Power
Dominion Virginia Power  Corporation(Georgia)

East Kentucky Power e Pepco Holdings, Inc.

E.ON-U.S (Kentucky) (Maryland)

Exelon (Texas) e Vectren (Indiana)
Georgia Power « SWCA Environmental
Company Consultants (Oregon)
Georgia Transmission < Korean Power
Corporation Engineering Company
Bluegrass Water e Others...

Supply Consortium
(Kentucky)



The EPRI-GTC Siting Methodology:

e Produces Routing Decisions that are Quantifiable,
Consistent, and Defensible.

e [mproves productivity and analytical capabilities.

e Reduces Risks by public, political, regulatory and
legal scrutiny.




Conclusion

There is a need for an objective, transparent,
Inclusive, and consistent methodology.

Photo Science, Georgia Transmission, and EPRI have
dev(ejloped a defendable methodology to meet this
need.

Methodology earned GTC the CRN Innovators Award In
24010]5

Suitability modeling is used for linear and non-linear
facilities




Questions?

Jesse Glasgow
jalasgow@photoscience.com

(70-270-7769




